
Date

Project

Fixture

Comments

Gantom iQx
2.8W DMX MICRO GOBO PROJECTOR

Features

With the same sharp optics as the original Gantom iQ micro image 
projector, the Gantom iQx packs even more functionality into the 
product by integrating DMX control and a pattern generator into the 
same compact package. Brightness, speed. and special effects 
pattern can be selected over 3 DMX channels. The fixture can be 
configured using our free DMX Programmer app or with the 
DarkBox Programmer device.

Built-in special effects patterns include blink, strobe, fade, power 
surge, and candle flicker - perfect for adding a dynamic element to 
any display. A projected sign that automatically fades in and out 
without additional controls is sure to catch any customer's attention

Part Number Description

GP241 Gantom iQx - Cool White - Pro Cable Connector

GP242 Gantom iQx - Warm White - Pro Cable Connector

Description

Gantom Lighting & Controls, 25060 Avenue Stanford, Suite 115, Valencia, CA 91355 - 661-347-0779 - sales@gantom.com

- Smallest gobo projector in the world
- Accepts steel or full-color glass gobos
- 2.8 Watt LED
- Adjustable zoom and focus
- Locking connector for use with Gantom Pro Cable System
- Warm White or Cool White LED
- Individually addressable and DMX controllable
- Class 2, low-voltage 12-24VDC input (DO NOT HOT PLUG)
- Minimal maintenance required with over 50,000 hour lamp life.



Gantom iQx
2.8W DMX MICRO GOBO PROJECTOR

Technical Specifications

LED model Cree Xlamp XP-G

Source

LED Color

Voltage range
12-24VDC

DO NOT HOT PLUG

Wattage 2.8W max

Dimming Compatability DMX Controlled

Connector Gantom Pro Cable Connector

Electrical

Ambient operating temperature 0-50° C

Cooling method passive

BTUs / hour 9.5 max

Thermal

Materials Machined aluminum

finish black

IP rating
IP65 when using FA30 way 

cover accessory - not for 
outdoor install

Weight 141 grams (5.0 oz)

Physical

Fixture 2 years

Warranty

USA / Canada UL

Europe CE, RoHS

Certifications

Gantom Lighting & Controls, 25060 Avenue Stanford, Suite 115, Valencia, CA 91355 - 661-347-0779 - sales@gantom.com

Optical

Warm White 3000K

Cool White 6500K

Beam Angle 1m Illuminance 2m Illuminance 3m Illuminance

Warm White - Narrowest Beam 25° 340 lx (31.6 fc) 82 lx (7.6 fc) 38 lx (3.5 fc)

Warm White - Widest Beam 40° 232 lx (21.6 fc) 63 lx (5.9 fc) 27 lx (2.5 fc)

Cool White - Narrowest Beam 25° 510 lx (47.4 fc) 123 lx (11.4 fc) 53 lx (4.9 fc)

Cool White - Widest Beam 40° 368 lx (34.2 fc) 91 lx (8.5 fc) 38 lx (3.5 fc)

Distance to Projection Surface 1m (3.3 ft) 2m (6.6 ft) 3m (9.8 ft)

Narrowest Beam Diameter 0.4m (1.3 ft) 0.9m (3.0 ft) 1.3m (4.3 ft)

Widest Beam Diameter 0.6m (2.0 ft) 1.3m (4.3 ft) 2.2m (7.2 ft)

Channel Footprint 3 channels

Channel Mapping

Ch1. Brightness (0-255)
Ch2. Effect Speed (0-255)

Ch3. Effect Select 
(0-31 No Effect, 32-64 Fade In, 65-96 Fade Out, 

97-127 Pulsing, 128-159 Power Surge, 
160-191 Strobe, 191-255 Flicker)

Addressing
Gantom Programmer App or 

DarkBox Programmer

Lowest Dimming Level 0.05%

DMX

Part# Accessory Description

FA21 Angled Beam Control Cowling for 30 mm Fixture - Black Anodized Finish

FA24 Beam Control Snoot 30 mm  Fixture - Black Anodized Finish

FA31 Gel and Diffuser Retainer for 30 mm Fixture - Black Anodized Finish

FA30 Way Cover for the Gantom IQ and Gantom iQx

Available Accessories
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